1 SCH.40 PVC PIPE
IN CONCRETE DISK
FOR 1’ TAIL PIECE.

A MINIMUM 30-INCH DIAMETER
CONCRETE DISK SHALL BE CAST
AROUND EACH VALVE BOX. IF
NOT IN PAVEMENT, TOP TO BE
1 ABOVE FINISHED GRADE.

| . I
| 30 |
* “;:,:‘:’;*: ..‘ M < ‘
LA "*;:‘. : {2 \0 /
\—# 3 BAR w/4 PIECES
10 GA. SOLID COPPER
COATED WIRE. DO NOT
WRAP AROUND PIPE
a;5a d7d;

daqg

¢ v

L‘i 10 MAX, 4"]

MIN. 1 172 “DUCT” TAPE
WRAPPED AROUND TWICE

NOTES:

1. TRACER WIRE FOR PVC PIPE SHALL BE NO. 10 AWG GAUGE COATED COPPER WIRE AND
ALL SPLICES SHALL BE MADE WITH A MECHANICAL WATER PROOF CONNECTION.

2. TRACER WIRE SHALL COME UP ON VALVE EXTENSIONS AND FIRE HYDRANT VALVES.

3. TRACER WIRE MUST BE "DUCT” TAPED TO THE WATER MAIN PIPE AT INTERVALS NOT TO
EXCEED TEN (10)—FEET AND TAPE WRAPPED AROUND MAIN TWICE.
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